
OASys Tec hn ic a l  Spec i f ic a t ions  
 
Elec t roni c  Feat u res 
Thermostat  Multi-function electronic 
Control System Proprietary firmware 
Blower Motor  UL approved GE 3/4 HP, single phase 110 
VAC, 3 speed, split phase, capacitor start motor 
 
Cool i ng Capac i t y  
Maximum Sensible Cooling 3.7 tons 
EER (high speed, 91db/69wb) 54 
 
A i r f l ow  Fea t u res Unducted Ducted1 
Supply maximum 1,457 1,242 
Exhaust maximum2 189 269 
 
Elec t r i c al  Charac t e r is t i c s  
Voltage    115/1 
Unit FLA   5.01 Amps 
 
Evapora t ive M edia 
Direct cooling stage  Ambassador AMBcool 7090 
Indirect cooling stage  Speakman polymer heat exchanger  
 
Dim ensi ons and w ei ght  Cased  
W x D x H, inches 24 x 37 x 65  
Unit weight 285 lbs  
Operating weight 350 lbs  
 
Wa t er  c onsum pt ion 
Reservoir size   5 gallons 
Rate of evaporation  3-5 gallons per hour 
 
Connec t ions 
Thermostat   RJ45 
Water fill   3/4Ó Garden Hose fitting 
Drain    3/4Ó Garden Hose fitting 
Electrical   115VAC terminals 

                                                
1 0.2 inches external static pressure, exhaust damper closed 
2 airflow restrictions imposed by ducts, grilles or inadequate venting 
of air from the house causes an increase in exhaust air and 
reduction in supply air 

 
  
 
 



OASys Com ponent s a t  a g l anc e 

 

 
OASys Performance Characteristics 

Installation Type Unducted Ducted 
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 Test Results         
 PG&E Emerging Technologies       
       Program 11/22/06      
        Exhaust Damper Closed      
      
      
  Total Power, Watts 575 431 382 580 390 
      
  Supply cfm 1,463   1,296 1,125 1,021 616 
  Secondary cfm 184 175 165 414 394 
        
  Entering Air Dry Bulb, ¡F 100 91 91 100 100 
  Entering Air Wet Bulb, ¡F 70     69 69 65 65 
  Leaving Air Dry Bulb, ¡F 70 68 68 62 61 
  Total Effectiveness, % 99% 100% 99% 108% 111.5% 
         
Sensible Cooling Outside Air (tons) 3.7 3.35 2.82 3.3 2.04 
EER  77.3 93.1 88.7 68.5 64.6 

  Ducted = Supply backpressure at .3 lW      
  

For  mor e inf or ma tio n,  c on ta ct  
Speakman CRS 
P.O. Box 191 
Wilmington, Delaware 19899 
USA 
(302) 351-2416 
info@oasysairconditioner.com 
www.oasysairconditioner.com 
 
 


